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60 watts
MLE-OM-60W

150 watts
MLE-OM-150W

240 watts
MLE-OM-240W

320 watts
MLE-OM-320W

Optimo
HIGH PERFORMANCE IP67 POWER SUPPLY UNITS

The Optimo is an essential component of your Megabay LED
system, engineered to deliver clean, efficient and reliable power.
Compact and weatherproof, with an impressive output to size ratio,
it's the dependable power supply that can withstand the test of time.
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Optimo PSU Technical Specifications

Optimo PSU features

e Active power factor correction ( PFC)
e Free air convection cooling without fans
e |P67 weatherproof for many applications

w :ﬂkn e Compliance to worldwide safety regulations
i e Compact size to output power ratio
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Specifications

Rated Power 60W 150W 240W 320w
OUTPUT
DC Voltage 24V 48V 24V 48V 24V 48V 48V
Rated Current 2.5A 1.3A 6.3A 3.2A 10A 5A 6.7A
Voltage Tolerance +1.0%
Line Regulation +0.5%
Load Regulation +0.5%
INPUT

90 ~ 305VAC
Voltage Range 197 — 431VDC
Frequency Range 47 ~ 63Hz

Power Factor

up to 0.98 refer to graphs on page 129

Efficiency up to 94% refer graphs on page 129

AC Current 0.64A @ 115VAC 1.7A@ 115VAC 4A @115VAC 3.5A @ 115VAC
0.32A @ 230VAC 0.75A @ 230VAC 2A @ 230VAC 1.65A @ 230VAC
0.3A @ 277VAC 0.7A @ 277VAC 1.45A @ 277VAC

Inrush Current ( cold start ) 70A @ 230VAC 75A @ 230VAC

Leakage Current <0.75mA @ 240VAC

MISCELLANEOUS

Working Temperature -30 ~ +50°C ( higher when not fully loaded )

Working Humidity 20 ~ 95% RH non-condensing

Soomn | e | @ | e

Weight 0.73Kg 1.15Kg 1.23Kg 1.88Kg

IP Rating P 67

Protections Short circuit / Over current / Over voltage / Over temperature
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Optimo PSU Specifications

Specification Code
Select from the available options to specify each PSU. Example shown below.

MLE-OM - 60W - 24V
Power Voltage
60W 60 watts 24V 24 volts DC
150W 150 watts 48V 48 volts DC
240W 240 watts (only available in 48V)
320W 320 watts (only available in 48V)
H H 277VAC HP—— 277VAC
Dimensions Power Factor Efficiency
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@ 115VAC @ 115VAC
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JLLUMINATE YOUR WORLD

14 Jaybel Street, Salisbury Qld 4107 phone : 1300 241 087 www.megabay.com

Copyright © Megabay Pty. Ltd. all rights reserved. Trademarks are the property of Megabay or their respective owners. CREE™ is a registered trademark of CREE Inc. Luxeon™ is a registered
trademark of Lumileds Holding B.V. Product specifications are subject to change without prior notice to ensure you receive a superior product. All content is the exclusive property of Megabay
and your use of this material is acknowledgement that you agree to the Terms of Use as documented on the Megabay website at http://www.megabay.com/terms-and-conditions.



