
The amphibious & submersible underwater LED light

Aquovis
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Aquvis
AMPHIBIOUS & SUBMERSIBLE UNDERWATER LED LIGHT

The Aquovis will breathe life and dimension into any water feature. This exquisite interplay of light and 
water creates truly mesmerising effects, superb focal points and ever-changing displays of wonder. 

AQ5  Aquovis 5W

AQ10  Aquovis 10W
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The Aquovis Range
Teh Aquovis luminaire range boasts an impressive output within a small footprint. Its intelligent 
electronics embrace water cooling to achieve peak LED efficiency whilst protecting against overheating 
when not submerged. Complex maintenance issues associated with traditiona underwater lighting are 
now a thing of the past...

Optional Stability Baseplate

Adjsutable alignment

Allows the luminaire to be free-
standing when no fixing point is 
avaialble. Also easily removed for 
water feature cleaning.

360° x 180° aiming provides 
accurate light beam alignment in 
various fixture locations.
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Brass
Ages naturally for long life protection. 
Solid, durable and robust with impressive 
corrosion resistance, thermal perfomrance 
and anti-microbial properties for long-term 
performance.

HydricsTM plating
Our unique “stainless steel” like finsih.
Brass product plated with our unique HydricsTM 
finish, ideal for modern architecture with 
desirable appearance similar to stainless steel.
(Refer to page..)

Amphibious and submersible
The AQ5 is a truly versatile luminaire. Designed and 
suited for boht land and underwater applications. 

5W AQ5

Submersible
Suited only for underwater applications, 
it offers lighting at various depths with 
intensity and brightness. 

10W AQ10

Brass HydricsTM

Aquatic
Environments
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AQ5

AQ10

warmer white  2700K – 3000K

neutral white  4000K

Light level ( LUX ) readings
The following tests were performed in 25 degrees ambient temperature after 2 hours of operation.  
These results were measured using a HAGNER light meter calibrated by a NATA approved laboratory.

I Wide 35˚D Medium 26˚N Narrow 19˚ X Flood (no optic) >100˚

1381 1473 595 769 3452 430 98 119

373 433 154 202 88 113 26 30

167 197 70 92 40 51 12 15

96 113 40 53 24 30 7 9

61 74 26 34 15 20 5 6

1810 2550 854 1105 480 630 139 183

543 667 226 288 130 167 37 49

247 301 103 130 58 76 18 23

138 169 59 75 34 46 11 14

92 110 39 50 23 30 7 10
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Aquovis Photometrics

Aquovis Dimensions

optional  M1510 baseplate

20

All measurements are shown in mm.

AQ5 & AQ10
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Aquovis Schematics

1-10V
analogue
controller

1-10V
dimmer knob / 
potentiometer

DALI

Casambi
Refer to wiring Diagram
on page 131

Refer to wiring Diagram
on page 134

OR

Black & Purple   DC voltage input

DC voltage input
Blue & Brown

Grey & White    negative dimming input ( – ) 
Red & White     positive dimming input ( + ) 

2 Core cable 4 Core cable 
6.5mm Ø8.5mm Ø

up to 100 metres
parallel wiring / 
polarity sensitive

Please consult your local distributor or engineer for voltage drop calculations

Optimo IP67   
High performance power supply. 
See pages 97-99 for details.

Optimo IP67

100V-240V AC 
mains power

  
High performance power supply. 
See pages 97-99 for details.

100V - 240V
AC mains 
power

DMX512, 
DALI 
or 
CASAMBI 
Controller 

RGBW
LED  
Driver

Data 
cable

100 metres maximum

Total cable run length of the complete circuit for each LED driver.

 MLE-RGBW-?M

10 core cable 
8.5mm Ø

 MLE-RGBW-QK

Quick link connector

MLE-PDR

RGBW LED driver
See eldoLED PowerDRIVE 
details on pages 101-104.

CBU-ASD

Optional

1-10V
analogue
controller

1-10V
dimmer knob / 
potentiometer

DALI

Casambi
Refer to wiring Diagram
on page 131

Refer to wiring Diagram
on page 134

OR

Black & Purple   DC voltage input

DC voltage input
Blue & Brown

Grey & White    negative dimming input ( – ) 
Red & White     positive dimming input ( + ) 

2 Core cable 4 Core cable 
6.5mm Ø8.5mm Ø

up to 100 metres
parallel wiring / 
polarity sensitive

Please consult your local distributor or engineer for voltage drop calculations

Optimo IP67   
High performance power supply. 
See pages 97-99 for details.

Optimo IP67

100V-240V AC 
mains power

  
High performance power supply. 
See pages 97-99 for details.

100V - 240V
AC mains 
power

DMX512, 
DALI 
or 
CASAMBI 
Controller 

RGBW
LED  
Driver

Data 
cable

100 metres maximum

Total cable run length of the complete circuit for each LED driver.

 MLE-RGBW-?M

10 core cable 
8.5mm Ø

 MLE-RGBW-QK

Quick link connector

MLE-PDR

RGBW LED driver
See eldoLED PowerDRIVE 
details on pages 101-104.

CBU-ASD

Optional

White 
System layout

For quantity of luminaire per power supply, please refer to Power 
Supply in the technical specifications table.

RGBW 
System Layout

For quantity of luminaire per power supply, please refer to Power 
Supply in the technical specifications table.
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IP Rating Ingress Protection IP68

Material & Finish thermally optimised DZR brass  /  Optional Hydrics™ plated finish

Lens clear or diffused 6mm tempered glass

Performace > 70% lumen maintenance at 50,000 hours ( 25˚ C )

Ambient Temperature Electronic thermal management protects luminaire if not submerged in water 

Optics narrow 18º, medium 30º, wide 46º, flood > 100º ( no optic ) offers the widest distribution

Weight 1.125 kg or 1.44 kg with optional baseplate

Light Source LuxeonTM M LED available in 

warmer white   
2700K - 3000K

neutral white   
4000K

cool white   
5500K

CRI 85-90 80-85 75

Luminium Intensity up to 
400 lumens

up to  
750 lumens

Efficacy lumens per watt depending on colour temperature up to 80 up to 75

Power total wattage including integral VDiTM driver 5W 10W

VDITM input range 11V ~ 55V DC 18V ~ 55V DC

Control optional 1-10 volt analogue, Casambi, DALI

Power Supply Optimo High Performance  
IP67 Power Supply Units  
can power the maximum number  
of luminaries :

MLE-OM-150W-24V 27 13

MLE-OM-60W-24V 10 5

Light Source CREETM MC-E quad chip RGBW LED

CRI Variable depending on colour mix

Efficacy Up to 95 lumens per watt

Power Total wattage 4W 10W

Control DMX512, DALI or Casambi via PDR-A 

RGBW Driver MLE-PDR can power the maximum number of luminaires  12

Aquovis Technical Specifications

AQ5 AQ10Luminaire Specifications

White Luminaire

RGBW Luminaire
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Aquoivs Specification Code

Aquovis Accessories

Aquovis 5

Aquovis 10

MLE-AQ5

MLE-AQ10

Fixture

Casambi

0-10V (1)

DALI (2)

 CAS

 V

 DALI

Control (7)

Optional 
Honeycomb  
Louvre (3)

 H

Anti-Glare

Clear

Diffused

 C

 F

Lens

Narrow

Medium

Wide

No Optic 
(flood) (4)

LED ColourOptic

1 metre2700K

6 metre (5)3000K

10 metre4000K

15 metre5500K

Colour Mixing (6)

1m 27K

6m 30K

10m 40K

15m 55K

RGBW

Cable

Machined 
Brass

HydricsTM 

Plated

MCB

BCR

Finish

1	 1-10V analogue control is optional for white LED Luminaires.
3    	 Honeycomb is not compatible with Elliptical and RGBW
4    	 No optic may provide uneven patterns on flat surfaces.
6    	 RGBW luminaires are powered by the RGBW LED Driver, which can be controlled by DALI or DMX512.
2	 Must be paired with 24V PSU.
5	 6m cable is teh standard length
7	 Any dimming control must have 4 core cable

V CMLE-AQ5 27KN 6M MCB

 N

 D

 I

X

Specification Code
Select from available options to configure luminaires

MLE-OM-150W-24VM1510-MCB

MLE-OM-60W-24VM1510-BCR

Optional baseplate & 
Stainless steel screw Power Supply

150 watts

60 watts

White 
Accessories

DALI SC TCCBU-ASD

DALI Casambi Module Straight Connector T-Connector

MLE-RGBW-QK MLE-RGBW-#M MLE-PDR-A MLE-PDR-M MLE-PDR-IP66 CBU-ASD

RGBW 
Accessories

Quick link connector 10 core cable RGBW LED driver RGBW LED driver IP66 enclosure for 
PDR

Casambi module



info@foslighting.com.au
foslighting.com.au
1300 241 087
14 Jaybel St, Salisbury, QLD
FOS Lighting reserve the right to change specifications without prior notification


