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Aquovis AQ5 / AQ10 '4'.'-.“ megabay

INSTALLATION INSTRUCTIONS Y

Important instructions. Please read first.

Please follow instructions carefully, and only use Megabay suppied or recommended
componentry. Failure to do so will void warranty. Please ensure installation
complies with local law and applicable standards.

Only use a Megabay Optimo power supply unit. -
Ensure mains input power is surge protected. Aquovis
Never make connections whilst the power is connected.

Do not make modifications or alter the product.

Gloves must be worn if handling LEDs or optics.

Keep luminaire clean and free of debris.

Water can wick into the luminaires through the cable join if it is not water tight (Step 4)

Both luminaire types look identical, do not get them mixed up prior to installation.

AQ5 AQ10

Operates out-of-water Operates when only
and when fully full submerged under

submerged under water at all times.
water.
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Installation Steps

Step 1 Locate and mark position of luminaires.
Observing maximum cable distance and
power load.

Step 2 Run low voltage cable from the
power supply unit to the luminaires.

Input voltage range
A AQ5 11V DC ~55VDC
AQ10 18V DC ~ 55V DC

Body

Step 3 Attach optional baseplate if supplied.
Secure luminaire into position. Bracket ————

screws . \

See page 2 for wiring & Bracket
dimming schematic.

Step 4 Make a connection.

Out of water - Aquovis and Power Baseplate
Q supply cable joins should be connected (optional )

by using the Megabay T & Straight

connectors.

For RGBW fittings, it is recommended
that a gel filled jucntion box is used for
cable joins. Base screw

are made out of the body of water. If
this is not possible consult Australian
Standards for your applicable situation.
(AS/NZS 3000)

n Underwater - It's recommended joins

Step 5 Apply power and check operation.
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www.megabay.com/aquovis to change without notice. Edition 04 - 2026




sog”

Aquovis AQ5 / AQ10 4ss: megabay

INSTALLATION INSTRUCTIONS e

Please follow instructions carefully, and only use Megabay suppied or recommended componentry. Failure to do so
will void warranty. Please ensure installation complies with local law and applicable standards.

Input voltage range
AQ5 11V DC ~ 55V DC
AQ10 18V DC ~ 55V DC

AQ5

Operates out-of-water
and when fully
submerged under
water.

AQ10

Operates when only
full submerged under
water at all times.

Both luminaire types
look identical, do not
get them mixed up
prior to installation.

2 Wiring & Dimming Schematic
White System Layout

Optimo IP67
High performance power supply.
See pages 97-99 for details.

100V-240V AC
mains power

Optimo IP67
High performance power supply.
See pages 97-99 for details.
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to 100 metres

1-10V
analogue
controller

L]

Casambi
Refer to wiring Diagram

Please consult your local distributor or engineer for voltage drop calculations

1

J parallel wiring /
polarity sensitive

on page 131
DALI

Refer to wiring Diagram
on page 134

\

1-10V
2 Core cable 4 Core cable dimmer knob /
8.5mm @ 6.5mm @ potentiometer
Black & Purple  DC voltage input
* Blue & Brown
DC voltage input Grey & White  negative dimming input (-)
Red & White  positive dimming input (+)
System Lay
h

RGBW 100V - 240V

LED AC mains

Driver power

[ ]

I

L 100 metres maximum J
‘ Total cable run length of the complete circuit for each LED driver. i
DMX512,
Data DALI
cable

or
CASAMBI
Controller

i
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MLE-RGBW-QK MLE-RGBW-?M MLE-PDR CBU-ASD
Quick link connector 10 core cable RGBW LED driver Optional
8.5mm @ See eldoLED PowerDRIVE

For the latest information visit
www.megabay.com/aquovis
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to change without notice.

details on pages 101-104.
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