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SUB MINIATURE AMPHIBIOUS 
LED MARKER LIGHT

DATE PROJECT TYPE

SPECIFICATION SHEETOmnyx

Specification Code
Select from available options to configure luminaire.
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Dimensions
All measurements are shown in mm.

Standard Fixture

Omnyx DALI Flat Clear Narrow Warmer White 2700K 1 metre Machined
Brass

HydricsTM

Plated 
TOP ONLY

Blue

Wide Neutral White 4000K 10 metre

Red

Diffused Medium Warm White 3000K 6 metre

Green

Elliptical Cool White 5500K 15 metre

Amber

No Optic 
(Flood)

Controls Lens Shape Lens Optics LED Colour Cable Finish

optional install tube 
includes 2 O rings

DALI IP67 Driver Housing
	MXI - 200 DR284

46 Ø

97

35 Ø

OD

200

MLX0

PVC install tube

Omnyx

O ring

O ring

460

41
40
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MLX0

Omnyx Technical Specifications

Omnyx Accessories

Luminaire Specifications

MXI-200

SP DALI

DR284
SC TC

Optional Install Tube 
also includes 2 O rings

MLE-OM-150W

MLE-OM-60W

150 watts

60 watts

Power Supply

Stage Plate DALI

DALI IP67 Driver Housing

40 Ø
OD

200

60

Straight Connector T Connector

IP Rating Ingress Protection IP68

Material & Finish Thermally optimised DZR brass  / optional Hydrics™ plated finish

Lens Clear or diffused 5mm flat tempered glass

Performace > 70% lumen maintenance at 50,000 hours ( 25˚ C )

Ambient Temperature -25˚ C to +45˚ C operating range with electronic thermal management

Light Sorce CREETM XP LED available in blue, green, red, amber &

warmer white   
2700K - 3000K

neutral white   
4000K

cool white   
5500K

CRI 85 ~ 90 80 ~ 85 75

Luminous Intensity up to 100 lumens 

Optic narrow 14º, medium 29º, wide 38º, elliptical 44º x 12º, flood > 100º ( no optic ) offers the widest distribution

Efficiency Up to 100 lumens per watt depending on colour temperature

Power 1W total wattage including integral VDiTM driver

VDITM input range 8V ~ 55V DC

Ambient Temperature -20˚ C to +50˚ C operating range

Control DALI

DALI Driver 1 DALI Driver can run up to 1 Omnyx fittings

Power Supply Optimo High Performance  
IP67 Power Supply Units  
can power the maximum number  
of luminaries

MLE-OM-150W 135

MLE-OM-60W 54

Weight 0.39kg

LED Boards White Omnyx Green Omnyx Amber Omnyx Red Omnyx Blue Omnyx

Max orward Voltage (V) 4 4 3 3 4

Max Current 300 300 300 300 300
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Omnyx Photometrics

warmer white  2700K – 3000K

neutral white  4000K

cool white  5500K

Light level ( LUX ) readings
The following tests were performed in 25 degrees ambient temperature after 2 hours of operation.  
These results were measured using a HAGNER light meter calibrated by a NATA approved laboratory.

Omnyx Schematics
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System Layout Fixed

System Layout Dimmable

Please refer to the power supply in the technical specifications 
table for quantity of luminaires on a single power supply.

DALI Constant 
Current 

Dimmable Driver 

100V-240V 
AC mains 
power

Note: Must be manufactured without an internal VDI driver

2 Core cable 
8.5mm Ø

Blue & Brown 
DC Voltage input

Optimo IP67   
High performance power 
supply. 

Up to 100 metres
Please consult your local distributor or engineer for voltage drop calculations

100V-240V 
AC mains 
power


