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RECESSED INGROUND  
& WALL MOUNTED LED LIGHT

DATE PROJECT TYPE

SPECIFICATION SHEETOsirion 5/11

Specification Code

Dimensions All measurements are shown in mm. Luminaire 
measurements

Blockout 
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OS11
Osirion 11

OS5Y
Osirion 5 EYE

OS5YB
Osirion 5 EYE

installed with blockout

OS5
Osirion 5

RECESSED INGROUND  
& WALL MOUNTED LED LIGHT

PROJECT TYPE

SPECIFICATION SHEET

Select from available options to configure luminaire.

Osirion 11

Osirion 5

Osirion 5 Eye

Osirion 5 eye 
for blockout

MLE-OS11

MLE-OS5

MLE-OS5Y

MLE-OS5YB

Fixture

Casambi

0-10V (1)

DALI (2)

 CAS

 V

 DALI

Control (7)

Optional 
Honeycomb  
Louvre (3)

 H

Anti-Glare

Clear

Diffused

 C

 F

Lens

Narrow

Medium

Wide

No Optic 
(flood) (4)

Elliptical (8)

LED ColourOptic

2700K

3000K

4000K

5500K

Colour Mixing (6)

 27K

 30K

 40K

 55K

RGBW

Machined 
Brass
HydricsTM 

Plated

MCB

BCR

Finish

1	 1-10V analogue control is optional for white LED Luminaires.
3    	 Honeycomb is not compatible with Elliptical and RGBW
4    	 No optic may provide uneven patterns on flat surfaces.
6    	 RGBW luminaires are powered by the RGBW LED Driver, which can be controlled by DALI or DMX512.
2	 Must be paired with 24V PSU.
5	 6m cable is teh standard length
7	 Any dimming control must have 4 core cable
8 	 Elliptical optics are not compatible with RGBW or OS11

V CMLE-OS11 27KN MCB
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E
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Osirion 5/11 Photometrics

Luminaire Specifications

RGBW Luminaire

White Luminaire

OS5 OS5Y / B OS11

IP Rating IP67 Ingress Protection  /  IK10 Impact Resistance

Material & Finish Thermally optimised DZR brass  / optional Hydrics™ plated finish

Lens Clear or diffused tempered glass

Performace > 70% lumen maintenance at 50,000 hours ( 25˚ C )

Ambient Temperature -25˚ C to +50˚ C operating range with electronic thermal management

Optics Narrow 19º, medium 26º, wide 35º, flood > 100º ( no optic ) offers 
the widest distribution

OS5   /  OS5Y  /  OS5YB

narrow 18º, medium 25º, wide 36º OS11

Weight 0.88 Kg 0.95 Kg 2.20 Kg

Light Source LuxeonTM LED available in LuxeonTM M LuxeonTM  TX

Warmer  white   
2700K - 3000K

Neutral white   
4000K

Cool white   
5500K

CRI 85 ~ 90 80 ~ 85 75

Luminium Intensity IES photometric files available up to 400 lumens upto  
1320 lumens

Efficacy Lumens per watt depending on colour temperature up to 80 up to 110

Power Total wattage including integral VDiTM driver 5W 11W

VDITM input range 18V ~ 60VDC 26V ~ 55VDC

Control Optional 1-10 volt analogue, Casambi, DALI

Power Supply Optimo High Performance  
IP67 Power Supply Units can power the 
maximum number of luminaries

MLE-OM-320W 57 26

MLE-OM-240W 43 19

MLE-OM-150W 26 12

MLE-OM-60W 10 4

Light Source CREETM MC-E quad chip RGBW LED

CRI Variable depending on colour mix

Efficacy Up to 95 lumens per watt

Power Total wattage 4W 10W

Control DMX512, DALI or Casambi via PDR-A

RGBW Driver MLE-PDR can power the maximum number of luminaires 12 4
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Osirion 5/11 Photometrics

warmer white  2700K – 3000K

neutral white  4000K

Light level ( LUX ) readings
The following tests were performed in 25 degrees ambient temperature after 2 hours of operation.  
These results were measured using a HAGNER light meter calibrated by a NATA approved laboratory.

Flood >100˚

1m 96 117

2m 26 32

3m 13 16

4m 9 10

5m 6 7

X

1m 365 554

2m 95 119

3m 45 55

4m 27 33

5m 19 22

I Wide 35˚

1m 595 833

2m 156 213

3m 73 96

4m 42 56

5m 26 37

1m 814 1262

2m 218 327

3m 104 148

4m 60 85

5m 30 56

E Elliptical 45˚ x 15˚ 

1m - -

2m - -

3m - -

4m - -

5m - -

I Wide 36˚

1m 650 790

2m 170 207

3m 78 93

4m 45 55

5m 30 36

D Medium 26˚

1m - -

2m - -

3m - -

4m - -

5m - -

D Medium 25˚

( Flood - no optic - o�ers the widest distribution )

OS5 OS5YBOS5Y

OS11

1m 1514 1731

2m 382 453

3m 174 204

4m 100 117

5m 66 74
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Osirion 5/11 Accessories

MLE-OS11-BKOUT

DALI SC TC

MLE-RGBW-QK MLE-RGBW-#M MLE-PDR-A MLE-PDR-M MLE-PDR-IP66 CBU-ASD

CBU-ASD

MLE-OM-320WM1540 - BCR

MLE-OM-240WM1540 - MCB

MLE-OM-150W

MLE-OM-60W

White 
Accessories

RGBW 
Accessories

OS11 Resessed Blockout
(Included with Fixture)

OS5/OS5YB
Round Blockout Power Supply

DALI Casambi Module Straight Connector T-Connector

Quick link connector 10 core cable RGBW LED driver RGBW LED driver IP66 enclosure for 
PDR

Casambi module

320 watts

150 watts

240 watts

60 Watts
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Osirion 5/11 Accessories

Optimo IP67   
High performance power supply. 
See pages 97-99 for details.

Optimo IP67

100V-240V AC 
mains power

  
High performance power supply. 
See pages 97-99 for details.

1-10V
analogue
controller

1-10V
dimmer knob / 
potentiometer

DALI

Casambi
Refer to wiring Diagram
on page 131

Refer to wiring Diagram
on page 134

OR

Black & Purple   DC voltage input

DC voltage input
Blue & Brown

Grey & White    negative dimming input ( – ) 
Red & White     positive dimming input ( + ) 

2 Core cable 4 Core cable 
6.5mm Ø8.5mm Ø

up to 100 metres
parallel wiring / 
polarity sensitive

Please consult your local distributor or engineer for voltage drop calculations

100V - 240V
AC mains 
power

DMX512, 
DALI 
or 
CASAMBI 
Controller 

RGBW
LED  
Driver

Data 
cable

100 metres maximum

Total cable run length of the complete circuit for each LED driver.

 MLE-RGBW-?M

10 core cable 
8.5mm Ø

 MLE-RGBW-QK

Quick link connector

MLE-PDR

RGBW LED driver
See eldoLED PowerDRIVE 
details on pages 101-104.

CBU-ASD

Optional

White 
System layout

For quantity of luminaire per power supply, please refer to Power 
Supply in the technical specifications table.

RGBW 
System Layout

For quantity of luminaire per power supply, please refer to Power 
Supply in the technical specifications table.


